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Manufacturer;! RPE “Petroline-A” LLC | 11 710 110 TH 111
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Address: - 423887, Republic of Tatarstan, | 111 1110 1111 1111

Tukaevsky rayion, selo/Malaya Shilna, JI'sentraInaya Street, 1A
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This product.and any acceptable vargattoq tﬁere to is spegiqu |n the schedule to this certificate and
the documents therein referred tq. UL TETL T THLL TLIL T TEd

Technicka mépekma ag N t Nyrnber g i}:in'é\c';&gqance with Article 17 of Directive

2014/34/EU of the Europ a Paﬁla;npnt nd ffhe urpcalr Hat‘?d 26 February 2014, certifies that
this product has been foun to, o ?ﬁ thzﬁ:l lf_ss |ql }Il-ielalth aqd Safety Requirements relating
to the design and constructh pgpdgc tin ﬁnqeq for s'gfﬂn potenhally explosive atmospheres
given in Annex Il to the, Di[e tlv TR

The examination and test resyjts are recqyded in cqnf;;ient,t . repqrt No. 1313/5/2020.

Compliance with the Essential Health and safety Requirémenits has been assured by compliance
with; EN 60079-0:2012+A1 '2o1|3 l‘EN éoofls A 2&114 eicébt in'respect of those requirements
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If the sign “X" is placed after the cerhflé te n H’lbei" |t‘1r‘|dé §te that the product is subject to the

Specific conditions of Use speglﬂed |r1 ,the sche ulé to th|§ érglf[cate

This EU-TYPE EXAMINAT!QN CERTIFICATE relates dnly to the design and construction of the
specified product. Further réqulrémehts of thls Dlrectlve éppiy to the manufacturing process and
supply of this product L 1h — = i* -
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This certificate may only be reproduced in its entirety and change, schedule included.
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[14] EU-Type Examination Certificate Number: TI20ATEX 1313

[15] Description of product:
Name: Load Sensor
Type of product: DN130V(R)

The equipment consists of Main Enclosure, Sensor lid, Fixed block and Thread plug. The
equipment manufactured from Steel 40X - 37Cr4, 37CrdKD, 41Cr4, 41Cr4KD, 41CrS4. Threads
with dimensions M36x1.5 are located on both sides of the equipment. The equipment contains
Rubber O rings for weatherproof IP 65.

Material of construction:

Main Enclosure Steel 40X
Sensor lid Steel 40X
Fixed block Steel 40X
Thread plug Steel 40X
Rubber O ring Nitrile butadiene rubber

DN130V(R) wireless inline load sensor is designed to measure the tension force of the rope
(hereinafter referred to as “tong torque”) on the machine key of the tripping units when screwing-
unscrewing pipes. Used on wrenches equipped with ropes. It can also be used to measure the load
on the guy lines rig.

Basic technical data:

Marking 112G Ex db IIAT6 Gb
Temperature range in the environment of operation °C -45°C<Tamh=+65°C
Ingress Protection IP65
Maximum measurement limit KN 50, 100, 150
Minimum measurement limit kN 1
Measured load type tensile

Peak radius operation with transmitter PS-150(RM) (guy lines) m 25

Peak radius operation with transmitter PS-150(R1) (tong torque) m 5

Rated supply voltage 3.6

Weight kg 3.8
Dimensions mm 250x@110

[16] Report Number:
Inspection report No: 1313/5/2020
Final Test Report No: 1313/56/2020

[17] Specific Conditions of Use:

None.
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[18] Essential Health and Safety Requirements:

The Essential Health and Safety Requirements (EHSRs) covered by the standards listed
atitem 9.

Additional information: None.

[19] Drawings and Documents:

Number Sheet Issue Date Description
PLA140.201.040.000RE 27 20.2 2020 Operation manual
PLA140.201.056.000 3 - - Specification
PLA140.201.056.000AD 1 - - Assembly drawing
PLA140.201.056.000ED 1 - - Explosion drawing
PLA140.201.056.000PS 15 - 2018 Passport

021ILPMK 11 - 08.07.2020 [ Test Report

Technicka indpekcia, a.s.
Trnavskacesta 56
821 01 Bratislava, Slovakia
e-mail: tisr@tisr.sk
web: www tisr.sk
Tel.: +421 2 49208 100

Brétislava, Noyember 26™, 2020

iy

uan Perni$
General Director
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